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PYORASUUNNISTUSKARTAN KUVAUSOHJE

ISMTBOM 2022, voimaan vuoden alusta
|OF:n karttasivut
SSL:n karttasivut

Taustaa muutokselle

— edellinen kuvausohje vuodelta 2010 - paivitykset viivastyneet useaan kertaan ja
selkeytykset tarpeen

—  pyorasuunnistuskartan luettavuus vauhdissa

— ajettavan uraston ja ajettavien alueiden kuvausten paivitys

— urbaanien alueiden kuvaus ja optionaaliset symbolit

— yhtenaisyys (silloin kun mahdollista) muiden karttastandardien kanssa

www.suunnistusliitto.fi


https://1drv.ms/b/s!As4LDA11gDVmgvJn8btC2xsOEc4Rmg
https://orienteering.sport/iof/mapping/
https://www.suunnistusliitto.fi/kartta/
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MITTAKAAVAT JA SYMBOLIKOOT

« Pyorasuunnistuksessa kaytettavat mittakaavat

The size of symbols in different scales:

Format Scales Map symbols enlargement Course planning symhbaols
Long 1:15 000 No enlargement Ne-enlargement
1:12 500 1.2x 1.2=
1:10 000 1.5= 1.5=
Mass start, Mid- 1:10 000 1.5= 1.5=
dle and Relay 1:7 500 1.5= 1.5=
Sprint 1:5 000 1.5= 1.5=
1-7 500 |

« Nyt myos ratasymbolit suurenevat kartan suhteessa 1.5x saakka
* Yksinkertaistaa hieman kartta-aineiston kasittelya

www.suunnistusliitto.fi
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URAKUVAUS JA RISTEYKSET

« Risteysten viimeistely kannattaa tehda huolella
« Kulma- ja katkotuspisteen kaytto
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502 Paved road (L)

A moad with asphalt, concrete or other paved surface. The width
should be drawn to scale, but not smaller than the minimum width.
The space between the black lines is filled with brown (50%). The
outer boundary lines may be replaced with other black line symbols,
such as symhbol Fence (516), Impassable fence (518), Wall (513) or
Impassable wall (515) if the feature is so close to the road edge that
it cannot practically be shown as a separate symbol.

A road with two camiageways can be represented using two wide
road symbols side by side, keeping only one of the road edges in the
middle.

Minimum width: 0.3 + 2 = 0.12 mm - footprint 8.1 m.

Colour: black, brown 50%.

815 Track: fast riding (L)
Road, track or wide path, fast riding.
Colour: black.

816 Path: fast riding (L)
Marmow path, fast riding.
Colour: black.

817 Track: medium riding (L)

Gravel road, track or wide path, medium speed riding.

Minimum length {isolated): 2 dashes (6.5 mm — footprint 975 m).
Colour: black.

818 Path: medium riding (L)

A narrow path, medium speed riding.

Minimum length {isolated): 2 dashes (6.5 mm — footprint 975 m).
Colour: black.

b3
LT L LT

1151

819 Track: slow riding (L)

Gravel road, track or wide path, slow riding.

Minimum length (isolated): 2 dashes (3.4 mm — footprint 51 m).
Colour: black.

820 Path: slow riding (L)

Marmow path, slow riding.

Minimum length {isclated): 2 dashes (3.4 mm - footprint 51 m).
Colour: black.

821 Track: very slow riding (L)

Gravel road, track or wide path, very slow riding.

Minimum length {isolated): 2 dashes (1.9 mm — footprint 28.5 m).
Colour: black.

822 Path: very slow riding (L)

Marmow path, very slow riding.

Minimum length {isolated): 2 dashes (1.5 mm — footprint 22.5 m).
Colour: black.

« Ei enaa "pisteura” - muotojen ja lahekkain
kulkevien urien kuvaaminen paremmin
mahdollista

www.suunnistusliitto.fi
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AJETTAVAT ALUEET

501 Paved area (A)
012 An area with a firm surface such as asphalt, hard gravel, paving
I'I_I" stones, concrete or similar. The paved area should be bordered (or

) framed) by a thin black line where it has a distinct boundary.
e Minimum width: 0.9 mm (footprint 13.5 m).
Minimum area: 2 mme.
Colour: brown 50%, black.

824 Open land, permitted to ride (A)
An area of open land that is permitted to ride, when off-track nding is

- otherwise forbidden. The permitied area should have obvious bor-
ders or be marked in the terrain. . . .
Minimum width: 0.9 mm (foofprint 13.5 m). « Kun oikominen kielletty
Minimum area: 2 mm?.
Colour: orange (60% magenta, 100% yellow).

On the printed map a clear colour differentiation must exist be-
tween this colour and yellow 100%.

825 Forested area, permitted to ride (A)
An area of terrain with a dense track network or little ground vegeta-
tion where nding everywhere is allowed. Predominant track/paths go-

2035 ing through this area shall be shown to aid navigation. The pemitted
e m s e e area should have obwvious borders or be marked in the terrain. Black .. e e
A dots shall not interfere with other black elements and other optional e  Suomessa kaytettava
T atete e et point and line symbols which serve for navigation or as features for .
Tttt control points. metsaisen aJetta‘/an
in, +mw | 1H 4D When riding in the temain is generally allowed use this symbol to .
St show networks of tracks which are too dense to map individually. alueen Sym bOl] ’ kun
The symbol is orientated to north. . . .
Minimum width: 2 mm (footprint 30 m). oikominen sallittu
Minimum area: 25 mm?.
Colour: black.

www.suunnistusliitto.fi
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MUUTOKSIA URBAANEILLA ALUEILLA

509 Railway (L)

A railway or other kind of railed track.

[ it is forbidden to cycle across or along the railway, it should be com-
hined with symbal Area that shall not be entered (520).

Minimum length (isclated): two black dashes (4 mm - footprint 60 m).
Colour: black 60%, white.

- = 05O

mir, -

520 Area that shall not be entered (A)
An area that shall not be entered such as private area, a flower bed,
a railway area etc. Mo feature shall be represented in this area, ex-
cept very prominent features such as railways and large buildings.
I Road entrances shall be represented clearly. The area shall be dis-
I continued where a path or track goes through and white colour is
012 used as background with overlap 0.15 mm on both sides.
The area may be delineated by a bounding line (0.12 mm).
Minimum width: 1 mm (footprint 15 m).
Minimum area: 2 mm?®.
Colour: yellow 100% + green 50%, black (outline).

[fns] [eng]
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521 Building (A)

A building is a relatively permanent construction having a roof. Build-
ings within symbol Area that shall not be entered (520) may just be
represented in a simplified manner. Areas totally contained within a
huilding shall be mapped as being a part of the building. A building
shall not be entered.

Minimum gap between buildings and other impassable features
should be 1 mm. Boundaries in touching buildings shall not be repre-
sented.

Minimum width: 1 mm (footprint 15 m).

Minimum area: 1 mm?®.

Colour: black (or black {outline), black 60%!).

Cutline shall only apply in 1:5000 or 1:7500.

522 Canopy (A)

A canopy is a building construction (with a roof), normally supported
vy pillars, poles or walls, such as passages, gangways, courts, bus
stops, gas stations or garages. Canopies may be shown if significant.
Small passable parts of buildings, which cannot easily be crossed by
competitors, shall not be represented on the map and shall be closed
during the competition.

Minimum width: 1 mm (footprint 15 m).

Minimum area: 2 mmé2.

Colour: black 60% (outline), black 25%.

Cutline shall only apply in 1:5000 or 1:7500.

522.1 Pillar (P)

A pillar is an upright shaft or structure of stone, brick or other material,
relatively slender in proportion to its height and any shape in section,
used as a building support. Pillars may be shown if significant. Fillars
smaller than 1 m = 1 m are generally not represented.

Colour: black 60%.

www.suunnistusliitto.fi
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RATASYMBOLIT

The dimensions of the course planning symbols are specified in mm at the printed scale of 1:15 000.

701 Start (P)

The place where the orienteenng starts. The centre of the triangle
shows the precise position where the orienteering course staris. The
start must be on a cearly identifiable point on the map. The triangle
points in the direction of the first control.

Colour: lower purple (under black).

702 Map issue point (P)

If there is a marked route to the start point, the map issue paoint is
marked using this symbaol.

Colour: upper purple {over black).

703.1 Control point with focus point (P)

The focus point (i.e. the point in the centre of a control circle) can be
used when it is necessary to clarify the exact position of a control for
instance in a dense track network. The focus point shall be used in
case of necessity when the exact position of a control is not clear.
Footprint 90 m.

Colour: circle lower purple (under hlack) - focus point upper purple
(over hlack).

708 Out of bounds boundary (L)

A boundary which is not permitted to cross. Lise as an overprint for a
symbol that otherwise indicates that the boundary is passable e.q.
Fassable fence (513). If a section of track must not be used by com-
petitors, symhol Forbidden fo cross (718) or Forbidden route (716)
should be used.

Minimum length: 5 mm — footprint: 75 m.

Colour: lower purple (under black).

709 Cut of bounds area (A)

An out of bounds area. A bounding line may be drawn if there is no
natural boundary as follows: a solid line indicates that the boundary
is marked continuously in the terrain, a dashed line indicates intermit-
tent marking in terrain, no line indicates no marking in terrain.

The symbol is orientated to north.

Minimum width: 2 mm (footprint 30 m).

Minimum area: 4 mm?.

Colour: upper purple (over black).

710 Crossing point (P, L)

A crossing point through or over a wall or fence, or across a road or
railway, or through a tunnel or an out of bounds area is drawn on the
map with two lines curving outwards.

Minimum width: 0.6 mm inside measure (footprint & m).

Colour: upper purple {over black).

www.suunnistusliitto.fi
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RATASYMBOLIT (jatkoa)

717 Obstacle across track, path or road (P)
These harriers must be highly visible on the map and should be over-
printed in purple. The symbaol should be used for all obstacles that
- are difficult to cross. For uncrossable barmier, symbol Forbidden fo
o ! cross (718) shall be used. This symbol can be used for stairs, if it is
23 important to accent stairs as dangerous object.
Colour: lower purple (under black) or upper purple (over black) if this
symbaol is used across the road.

\ 718 Forbidden to pass (P)
t-"'-.‘# 23 This symbal can be used for all locations that are forbidden or impos-
1 L) . sible to pass. In locations where two tracks or paths almost meet, but
o the situation is not chvious on the map, this symbol can be used to
at mea indicate that crossing is forbidden.
" Footprint: 37.5 m.
Colour: upper purple {over black).

719 Dangerous section (P)
Two exclamation marks with a white outline to represent a dangenous
_ section.
T Bl |,;|| ' The symbol is onentated to north.
| w Font: Arial, 4.0 mm, non-bold, non-italic. Symbol shall be bordered
with a small white borderline (0.15 mm) to improve legibility if neces-
sary.
Footprint: 90 m.
Colour: upper purple (over black).

www.suunnistusliitto.fi
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TARVITTAESSA KAYTETTAVAT SYMBOLIT 1

501.1 Step or edge of paved area (L)

An edge of a paved area. Edges within paved areas are generally not
represented unless they serve navigation.

Colour: black.

823 Track end point (P)

The end of the track or path, it is no longer possible to continue in its
direction.

Footprint: 16.5 m.

Colour: black.

108 Small erosion gully (L}

A small erosion gully or trench which is a significant aid to navigation,
where riders should not need to dismount. Contour lines should be
broken around this symbaol.

Minimum depth is 0.5 m.

Minimum length {isolated): three daots (1.6 mm — footprint 24 m).
Colour: brown.

109 Small knoll (P)

A small obvious mound or rocky knoll which cannot be drawn to scale
with a Contour (101), Index confour (102. The symbaol shall not touch
or overlap contours.

Minimum height: 1 m.

Foofprint: 11.25 m in diameter.

Colour: brown.

204 Boulder (P)

A, distinct boulder (should be higher than 1 m), which is immediately
identifiable on the ground. Boulders should be omitted from maps
where they are abundant and can obscure the path network.
Footprint: 7.5 m diameter.

Colour: black 60%.
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313 Prominent water feature (P)

The definition of the symbol must be given on the map.
The symbol is onentated to north.

Foofprint: 16.5 m = 16.5 m.

Colour: blue.

410 Impassable vegetation (L)

A hedge of any height, which is distinct in the terrain and provides an
important navigational feature.

Minimum length (isolated): 1 mm (footprint 15 m).

Colour: green.

513 Passable wall (L)

A significant wall of brick, stone, concrete, wood or other materials
that is possible to cross.

Minimum length (isolated): 1.5 mm (footprint 22.5 m).

Colour: black 60%.

516 Passable fence or railing (L)

A fence that is possible to cross. If the fence forms an enclosed area,
tags should be placed inside.

Minimum length (isclated): 1.5 mm (footprint 22.5 m).

Colour: black 60%.

528 Passable line feature (L)

A man-made line feature that is allowed to cross. For example, a low
pipeline (gas, water, oil, heat, etc.) or a bobsleigh f skeleton frack that
is cleartly visible.

The definition of the symbol must be given on the map.

Minimum length: 1.5 mm (footprint 22.5 m).

Colour: black 60%.

841 One-way compulsory (P)

For use on fracks and paths where it is only allowed to ride in one
direction, for example on mountain bike single tracks. The frequency
of chevron arrows depends on the overall length of track/path in
question. At minimum, there should be cne at the start, after each
adjoining junction, and at the end.

Foofprint 15 m = 21 m.

Colour: lower purple (under hlack).

www.suunnistusliitto.fi



|
ﬁ\v/ Suomen Suunnistusliitto
N

Karttaesimerkkeja

(Pysumj 2022, Lappohja)

pdf-vienti

rata- ja karttatiedosto
yhdistetty

varien jarjestys muokattu -
ratapainatus mustan ja tien
reunojen seka tien
tayttoruskean alla

hieman magentaa lisatty
ratasymbolien variin

11
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karttatiedosto yhdistetty, varien
”

#1 pdf-vienti, varien sulautus
jarjestys muokattu

#2 pdf-vienti, rata- ja
#3 pdf-vienti, ratatiedosto ja

taustakartta, ei varien

sulautusta

Karttaesimerkkeja
(Pysumj 2022, Nokia)
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Karttaesimerkkeja

(Pysumj 2022, Nokia)

» #1 OCAD-tulostus, konseptitila

» #2 OCAD-tulostus, rata- ja
karttatiedosto yhdistetty, varien
jarjestys muokattu

« #3 OCAD-tulostus, ratatiedosto
ja taustakartta, normaalitila

www.suunnistusliitto.fi
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